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Troldtekt® line

Troldtekt® line design 11

Troldtekt® tiles

Panel Size: 1200 x 600mm

Panel Size: 1194 x 604mm

Panel Size: 600 x 600mm

Troldtekt line installed vertically Troldtekt line installed horizontally

Troldtekt line design installed vertically

Troldtekt tiles installed in an 
alternative pattern

Troldtekt line design installed horizontally

Troldtekt tiles randomly installed

Troldtekt®  
line design 11

Troldtekt®  
line design 11 4/6

Troldtekt®  
line design 11 7/10

Troldtekt®  
line design 11 3/9

Troldtekt®  
tiles 4+4

Troldtekt®  
tiles 2+4

Troldtekt®  
tiles 2+2

Troldtekt®  
tiles 1+4

Troldtekt®  
tiles 1+1

Structure: Ultrafine
Thickness: 35mm
Edge: Square Edge

Structure: Ultrafine
Thickness: 35mm
Edge: Square Edge

Structure: Ultrafine
Thickness: 35mm
Edge: Square Edge

Fire resistance: Complies with AS 5637.1 and is tested to AS/ ISO 9705 and achieves Group 1 SMOGRA less than 100 m2 /s2. Achieves Group 1-S (Smoke Production Rate not more than 5 m2 /s) classification with C/VM2 

of the New Zealand Building Code when tested in accordance with ISO 9705.



Troldtekt® tilt line

Troldtekt® dots

Troldtekt® puzzle

Panel Size: 1200 x 600mm

Panel Size: 1200 x 600mm

Panel Size: 600 x 600mm

Troldtekt tilt line installed horizontally Troldtekt tilt line installed vertically

Troldtekt dots installed in 
horizontal stretcher bond

Troldtekt puzzle installed in 
classic pattern

Troldtekt dots installed in an 
alternative pattern

Troldtekt puzzle randomly installed

Structure: Ultrafine
Thickness: 35mm
Edge: Square Edge

Structure: Ultrafine
Thickness: 35mm
Edge: Square Edge

Structure: Ultrafine
Thickness: 35mm
Edge: Square Edge

Fire resistance: Complies with AS 5637.1 and is tested to AS/ ISO 9705 and achieves Group 1 SMOGRA less than 100 m2 /s2.  Achieves Group 1-S (Smoke Production Rate not more than 5 m2 /s) classification with C/VM2 

of the New Zealand Building Code when tested in accordance with ISO 9705.



Troldtekt® curve

Troldtekt® rhomb

Troldtekt® rhomb mini & hatch mini

Panel Size: 1200 x 600mm

Panel Size: 693 x 1039mm

Panel Size: 600 x 693mm

Troldtekt curves installed in 
horizontal stretcher bond

Troldtekt curves installed in 
vertical stack bond

Troldtekt rhomb randomly installed

Troldtekt rhomb mini installed 
in classic pattern

Troldtekt rhomb hatch + rhomb installed in a mix

Troldtekt rhomb hatch mini installed in 
classic pattern

Troldtekt®  
rhomb

Troldtekt®  
rhomb hatch left

Troldtekt®  
rhomb hatch right

Troldtekt®  
rhomb mini

Troldtekt®  
rhomb hatch mini

Fire resistance: Complies with AS 5637.1 and is tested to AS/ ISO 9705 and achieves Group 1 SMOGRA less than 100 m2 /s2. Achieves Group 1-S (Smoke Production Rate not more than 5 m2 /s) classification with C/VM2 

of the New Zealand Building Code when tested in accordance with ISO 9705.

Structure: Ultrafine
Thickness: 35mm
Edge: Square Edge

Structure: Ultrafine
Thickness: 35mm
Edge: Square Edge

Structure: Ultrafine
Thickness: 35mm
Edge: Square Edge


